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Description






Euro
Euro









Client:











Floor in building:











Delivery date:

















PERFORMANCE SPECIFICATION

















Nüsing – Acoustic Boards











Acoustic boards consisting of 8 mm MDF sheets (E1/B2) on 16 mm MDF frames forming a peripheral edge, overall thickness 24 mm including frame, incorporating 2 x black, 0.3 mm acoustic fibre fleeces and 13 mm mineral fibre sheets, density 70 kg/m³.

Made to measure as complete boards without gaps between boards.

With test reports to DIN 20354 for acoustic boards with frames.







Weight approx. 13 kg/m2

Ex-works, excluding installation, excluding preparation work.











Type:                                     _________________________







Weighted sound absorption value w                                                                               ________________________

Form indicators:                   _________________________

Sound absorption class:       _________________________













Finish:











 Paint / Colour:            RAL  ________________________

 Veneer / Type of wood:     _________________________

 Laminate: Getalit P            _________________________

 Other:                                _________________________







Polish for veneer:                 _________________________











Edges:







 veneered, 0,8 mm











 ABS-thick edging, 2 mm











 Solid edging, 2 mm

















Perforation 











 8 mm

 10 mm
 parallel
 offset











Hole centres:

 8 mm

 16 mm
 32 mm











Slots:







 80 x 2 mm interrupted rows of slots

 80 x 3 mm interrupted rows of slots

 3 mm continuous slots at 13 mm centres

















Overall board size:

maximum 1280 x 4250 mm

Perforated/slotted area up to 1280 x 3850 mm











Basic calculation: 











minimum of 1.25 m2 per board











Tender area:        _____________________
m2






or as in attached drawings

















Optional extras:











 MDF-boards coloured black,                       per sq.m.

EP









 MDF-boards, B1 (difficult to ignite),            per sq.m.

EP









 Skirtings up to 140 mm high

   Finish as on Page 1, above,

      per running metre.

EP









 Installation incl. delivery to site.

   Groundworks of 20 mm joinery quality particle board as      horizontal laths including panel suspension bars, all installed    to accepted guidelines up to 3,100 mm room height.

   Openings up to 2.5 sq.m. subject to minimum charge


                                                        per sq.m.

EP



 Installation as above, but with HÄFELE-KEKU suspension      system
                                           per sq.m.

EP









    Top pelmet, finish as other panels, 30 mm thick x 50 mm       deep, flush fitted    

                   per running metre

EP















    Architrave for window / door soffits, flush fitted, 30 mm         thick x 100 mm deep, finish as other panels


                                                                      per running metre

EP









    Horizontal grooves up to 20 mm, interior black, level,       continuous   


      per running metre

EP









    Cut-outs for switches, plug sockets, round, up to 100 mm,        perforations / slots not interrupted          each

EP









    Cut-outs for cables, rectangular, perforations / slots not       interrupted                 

     each

EP









    Inspection covers, as cupboard doors, 2 hinges, flush       closing, push closure    

    each

EP



  Integral pass door with solid frame, without furniture       (approx. 800 x 2100 mm) with visible V2A-hinges                                                                                    each

EP



    Special works according to costs          add

EP



























Total:











______ % VAT











Total cost:






















